
The acoustic glazed folding partition is a unique product on the world market. The acoustic 
glazed folding partition provides outstanding acoustic levels and gives an opportunity for flexible 
solutions unachievable with any other wall.
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Features

Each panel consists of two adjacent panes of glass, which 
guarantee superior sound insulation, an incredible Rw47dB. 
Regardless of this innovative feature, the wall operates in the 
same way as our other folding walls. The acoustic glazed 
folding partition consists principally of glass with a choice of 
frame made from either natural anodised aluminium or black 
anodised aluminium.

• Continuously hinged glazed panels
• Floor supported
• Sound reduction up to Rw 47dB
• Enfold stacking

Overview

Height: Up to 3,000mm
Panel Width: Upto 950mm
Sound Reduction: Up to Rw 47dB
Panel Weight: Up to 40kg/m2
Panel Thickness: 80mm
Suspension Method: Floor supported with top guide
Operation Mode: Manual
Panel Type: Hinged
Seal Type: Fixed top and bottom sweep strips
Panel Construction: Aluminium frame
Pass Door Panels: Full height only, single or double
Usage: Internal
Stacking Options: End fold
Panel Frame: Standard white or black anodised, RAL colours
Other Options: Corner, Junction
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Layout Types

Panel Details

End Fold - Bi-parting

End Fold - Stacking to one end
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